falmec

LIGHT EAN code 8034122364872
Version Island - 120 cm - Bronze - 500 m3/h
Design Falmec Lab
Collection Design
TECHNICAL FEATURES
Materials/Finishes Painted black steel
Materials/Finishes Smoked tempered glass
Materials/Finishes Bronze anodized satin aluminium profiles Photographiis for information purposes only. May not correspond to the
selected version
Technology Multi-Air technology
Features Perimeter suction
Ultra slim body
Profile-integrated lighting
Control Electronic control
Remote control included
Dialogue system
Function Filtering
L Strip LED
Lighting X
Strip LED - 3000K
iy Metallic grease filter, removable and washable
Filters . .
Carbon.Zeo Microtech regenerable filter
Motor Brushless Motor
Dimensions 120 cm
Minimum Electric hob distance 52 cm
Minimum Gas hob distance 65 cm
Notes Availability Carbon.Zeo filter KACL.964 for hoods

produced until March 2025.

CONNECTION AND CONSUMPTION FUNCTIONS

Maximum consumption 150 W

Voltage/Frequency 220-240V 50-60Hz
MOTOR

Motor Brushless Motor 500 m3/h

Maximum capacity
Maximum sound level

Energy class

WEIGHTS AND VOLUMES

Gross weight 39.5kg
Net weight 30.5 kg
Volume 0.21m3

Packaging dimensions L1330xH 222 xP 725 mm
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Optional accessories

Code Description

KACL.1057 Carbon.Zeo Microtech regenerable Light spare filters from March 2025 (2x)
KACL.144 Kit cables: adjustable up to 340 cm

KACL.964 Carbon.Zeo spare filter until March 2025
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LIGHT EAN code 8034122364872
ENGINE SPECIFICATIONS

Motor speed 1 2 3 4

Noise dB(A) relpW I.E.C. 60704-2-13 43 53 62 67
Capacity - - - -
Maximum pressure (Pa) - - - -

Motor power (W) 10 20 50 90

Air outlet
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